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5 YEAR STANDARD WARRANTY—EXTENDED WARRANTIES AVAILABLE 

RECESSED RETROFIT FIXTURES 

DESCRIPTION:  

The 6” Recessed Retrofit Fixture was engineered to easily replace 

traditional recessed fixtures in a standard six inch ceiling can 

while consuming up to 80% less energy. Energy Star Approved 

and UL listed for use in indoor and damp locations.  

FEATURES & BENEFITS:  

 Limited 3 Year Warranty 

 Near Zero Maintenance 

 Replaces up to 90 Watt Incandescent 

 Mercury and lead free 

 Fully dimmable range (5%-100%) 

 Screw base adapter supplied with module allows 
simple wiring connection to existing housing 
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SPECIFICATIONS TABLE 

Wattage 11W  Lumens 923 lm   Efficacy  80 lm/w  

Input Voltage 120VAC 60hz   Power Factor 0.90 CRI > 80 

THD <20%  CCT 2700K / 3000K / 4000K / 5000K  

Life (L70) 35,000+ hours Illumination Angle 120° / Full Cutoff  Operational -30°C — 55°C     

Housing Finish White Trim (Standard) Lens Finish Frosted Protection IP65  

Housing Material Die-cast Aluminum  Lens Material Polycarbonate/ABS Environment Indoor and 

Installation  E26 Screw in Base Dimensions 7.4 X 3.4 in / 188 X 86.5 mm   

Certifications ES/FCC/RoHS/UL Warranty 3 Years  

ORDERING GUIDE 

MODEL NUMBER - CCT  

JLS-R6-11W-XXE  27K = 2700K  

30K = 3000K  

40K = 4000K  

50K = 5000K  

RECESSED RETROFIT FIXTURES 


